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Operation and maintenance

Cross wind ridges must be maintained after establishment through those periods wind erosion is expected to occur, or until growing crops provide enough cover to protect the soil from wind erosion. 

Cross wind ridges established on bare fields for emergency tillage shall be re-established if they become ineffective during the critical wind erosion period. 
Specifications
Site-specific requirements are listed on the specifications sheet. Additional provisions are illustrated on the job sketch sheet. Ridge height and spacing of cross wind ridges is determined using the current NRCS wind erosion prediction technology. Specifications included in this job sheet are prepared in accordance with the NRCS Field Office Technical Guide. See practice standard Cross Wind Ridges (588).

588 Cross Wind Ridges – Job Sheet

Landowner____________________________________________ Field number____________________

	Purpose (check all that apply)

	· Reduce soil erosion by wind
	· Reduce soil particulate emissions to the air

	· Protect growing crops from damage by wind-borne soil particles
	


	Site Information

	Erosive Wind Direction:
	

	Critical Wind Erosion Period:
	

	Soil Map Unit:
	

	Soil Erodibility Index (I)
	

	Soil Loss Tolerance (T)
	

	Planned Crop Rotation:
	


	Cross Wind Ridges Design Specifications

	Crop
	Ridging Operation
	Ridge Time Period
	Ridge Angle of Deviation
	Ridge Height (inches)
	Ridge Spacing (inches)

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


	Operation and Maintenance

	· After establishment, ridges shall be maintained through those periods when wind erosion is expected to occur, or until growing crops provide enough cover to protect the soil from wind erosion. 

· Ridges established on fields with bare soil for emergency tillage shall be re-established when ridges become ineffective.

· Other:




Cross Wind Ridges – Job Sheet

If needed, an aerial view or a side view of the practice can be shown below. Other relevant information, complementary practices and measures, and additional specifications may be included.

Scale 1"=________ ft. (NA indicates sketch not to scale: grid size=1/2" by 1/2")

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	


	Additional Specifications and Notes:

	

	

	

	

	

	


The United States Department of Agriculture (USDA) prohibits discrimination in its programs on the basis of race, color, national origin, sex, religion, age, disability, political beliefs and marital or familial status.  (Not all prohibited bases apply to all programs.) Persons with disabilities who require alternative means for communication program information (Braille, large print, audiotape, etc.) should contact the USDA Office of Communications (202) 720-2791.

To file a complaint of discrimination write USDA, Director, Office of Civil Rights, Room 326-W, Whitten Building, 14th and Independence Avenue, SW, Washington, DC 20250-9410 or call (202) 720-5964 (voice or TDD). USDA is an equal opportunity provider and employer.
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